
Extech Instruments Announces Pocket-Size Chlorine Meter

The ExStikTM model CL200 Auto-Ranging

Chlorine meter quickly and easily provides

flat surface, direct reading of Total Chlorine

from 0.01 to 10.00 ppm with laboratory accu-

racy. The CL200 detects Total Chlorine, in-

cluding free chlorine, hypochlorite, and chlo-

rine bound to nitrogenous compounds. The

meter auto-ranges between conductivity, TDS,

and salinity with measurement accuracy unaffected by sample

color or turbidity. The meter has an adjustable coefficient from 0.01

to 7 counts and simultaneously measures temperature, a feature

not normally found in chlorine meters, and will auto-compensate.

The large, 2000 count display simultaneously indicates both

chlorine and temperature readings and includes an analog

bar graph to observe changes. The CL200 also incorporates

automatic electronic self-calibration, a memory that stores

and recalls 15 data points, a waterproof housing designed

to float, along with an auto shut-off and low battery indicator.

Circle 802

New BackSaver Handle for Telescoping Wands

The BackSaver GripTM is an inex-

pensive patented ergonomic grip that

quickly attaches to any long-handled

tool. Invented by a diesel mechan-

ic, the grip provides a perpendi-

cular handle that reduces stress on

the wrist, arm, and shoulder, and

improves stability and control in working with overhead tools.

The grip is easily adjusted for different-size individuals.

Circle 805

Hotsy Introduces Single-Stage Conveyor Parts Washer

Hotsy’s new single-stage, con-

veyor parts washer is ideal for pro-

duction line parts cleaning. The model

8600 features a 16-in. wide steel con-

veyor belt and a 360° spray manifold.

The conveyor belt, made of 1-by-1 inch

flat wire mesh, can be adjusted to

move at up to 8 ft/min. (A torque 

limiter prevents damage if the belt should become jammed.)

Most comparable pass-through parts washers offer a less 

powerful 3 hp pump. The 8600 5 hp vertical seal-less pump has

a high tolerance for metals and other solids in the wash water. 

The Hotsy 8600 is ETL safety certified and has an automatic

water fill system for protection against low water levels in the

wash tank. A deluxe version features all wetted surfaces

made of stainless steel. Specifications: supply, 230, 460, or 575V,

three-phase; heaters, three 9 kW tubular; maximum tem-

perature, 140F; maximum pump output 110 gpm at 40-50 psi.

Circle 803

New Hot Water Washers from Alto

The Neptune

series features a

new heating sys-

tem design that 

provides fuel effi-

ciency greater than

92 percent in every

model. The EasyClean boiler system uses a 

high-volume blower and a burner head designed

to take advantage of the high air flow. The

labyrinth coil design results in lower fuel use, 

cleaner emissions, and less soot buildup.

A service door provides easy access, and the

motor-pump unit slides out for service. Pump oil

changes require no gymnastics, and fuel and water

filters are easily accessible. When the coil does

have to be removed, the QuickService feature

allows one person to remove it in six minutes or less.

Neptune units feature delayed start/stop; a 

self-cleaning, dual-detergent system; on-board

diagnostics; and steam capability. Available 

pressures range from 1100 to 3000 psi.

Circle 804

New Dual-Gun Hot Water Series from Landa

Landa has intro-

duced a new line of

portable hot water

pressure washers

capable of supporting

two spray wands.

Each of the six SLT

models features a

large volume heat-

ing coil, consisting of 300 ft of cold-rolled, 
3⁄4-in. schedule 80 steel pipe.

The rugged SLT frame is constructed of 2-

by-4-in. box channel steel 1⁄8-in. thick, yet the

SLT has a compact footprint of only 55-by-32 in.

Six large vibration isolators separate the pump

and engine from the rest of the unit. All units are

plumbed to receive water from a spigot or a

tank feed. Spigot feed is via a large capacity 

7.5 gal. float tank.

Specifications: 5.2 to 7.8 gpm; 3000 to 3200 psi;

maximum water temperature 200ºF; Honda,

Lombardini, and Vanguard engines; 2 kW alter-

nator with 120 V convenience receptacle. All

SLT models are safety-certified by ETL.

Circle 801
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