
58 • May 2005 • CleanerTimes

Water Maze Upgrades Industrial Wastewater Evaporator

Water Maze has announced significant

improvements to its natural gas-heated HBG

wastewater evaporator. The evaporator, which

can be adapted for LP fuel, features a 60 per-

cent larger combustion chamber, providing

increased energy efficiency. Using high-den-

sity refractory ceramic, the combustion cham-

ber requires only 390,000 Btu/hr to evaporate up to 30 gal. per hour

as compared to 500,000–550,000 Btu/hr in typical systems. The new

model is nearly 40 percent longer, with an extra 20 gal. of tank capac-

ity and also features a new double-lid design for easier access.

The HBG is especially effective for handling water-based 

metalworking fluids. Once the lubricating properties of a metal-

working fluid have declined, the fluid must be disposed of, often 

at high cost. Evaporation is a simple “one step” process that can 

reduce a waste stream by concentrating it up to 95 percent.
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Hotsy Unveils Hot Water Model

The 795SS is a new member of Hotsy’s

700 series of electric motor-powered, oil-

fired hot water pressure washers. Designed

for industrial, commercial, and municipal

applications, the 795SS features the Hotsy

triplex high-pressure pump with 7-year

warranty. Other features include a dual-belt

drive; heavy-duty, Schedule 80 coil; adjustable thermostat;

adjustable detergent injection system; float tank water feed;

polyethylene fuel tank; stainless steel burner wrap; heavy-duty

13-in. pneumatic tires; 50 ft. of wire-braid, high-pressure hose. 

Specifications: 2000 psi, 3.5 gpm; 5 hp TEFC motor with ther-

mal overload protection; 230 V or 208 V supply; 0, 15, and 40 degree

nozzles; ETL safety-certified.
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Honda Power Equipment Introduces Lightweight Water Pumps

Honda Power Equipment is rolling

out an all-new version of its popular

WX10 lightweight water pump fea-

turing an advanced mini four-stroke

engine. The WX10K1 replaces the

WX10A4 in the Honda pump lineup,

and will be available nationally in the

Spring of 2005. Performance improvements include: 50 percent

improvement in priming time to 80 seconds at 16.4 ft; 18 percent

improvement in total head lift to 118 ft; 15 percent improvement

in suction head lift to 26 ft; weight decrease from 15 lb to 13.4 lb.

The WX10K1 is powered by a compact 25 cc overhead cam four-

stroke engine that can be started, operated and stored in any posi-

tion. The WX10K1 features a lightweight aluminum centrifugal pump

with an aluminum impeller and volute, and a carbon/ceramic

mechanical seal. Rated capacity is 37 gpm.
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Magid Announces New Catalog

Magid Glove

& Safety has

released a new

36-page full

color catalog.

This condensed

catalog provides

for a quick way

to find what’s

needed, includ-

ing a two-page

spread on the most innovative gloves.

The catalog features popular hand pro-

tection and safety products for all in-

dustries and applications including

protective and disposable clothing,

boots, protective eyewear, hearing 

protection, respiratory protection, er-

gonomic products, and hundreds of

styles of gloves. To request a free cata-

log or samples, call (800) 444-8030, fax

(773) 384-6677, email to mail@magid

glove.com, or contact your local Magid

sales representative.
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New FitLogicTM Safety Eyewear 

from Uvex®

The frame

design of Fit

LogicTM safety

eyewear in-

cludes a cush-

ioned, lightweight browbar that adjusts

to any face shape. Soft and flexible with

spring-like action, it has enough ten-

sion to fit comfortably on wide faces

and securely on narrow faces. The nose-

piece rotates 360 degrees, pivots, and

slants in and out to provide a precise fit.

In addition, the temple arms ratchet up

and down, then click securely in place to

contour fit cheek profiles.

The quickly and easily replaced poly-

carbonate lenses block 99.9 percent of UV

rays and are available with hard-coat or

anti-fog coatings and a variety of tints.

FitLogic safety eyewear exceeds ANSI

Z87+ and CSA Z94.3 standards and

comes with a lifetime frame guarantee.
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