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PRODUCT NEWS

New, Convertible 
NLB Pump 
Offers 350 hp 
with Portability
 A new, high-
pressure, waterjet 
pump unit from NLB 
Corp., the Model 350, 
combines an innova-
tive, new fluid end design with a rugged 350 hp (261 kW) diesel engine in a unit 
that can be easily towed to job sites. It is the latest model in the popular NLB 225 
Series of convertible pump units. The Model 350 is rated for a maximum operat-
ing pressure of 20,000 psi (1680 bar) and can be quickly converted to operate at 
other pressures (8000 psi, 10,000 psi, 15,000 psi) with a simple conversion kit. 
Flows range from 26 gpm to 63 lpm (98 lpm to 238 lpm). The rugged, trailer-
mounted unit minimizes its overall footprint with internal gearing that eliminates 
large pulleys and belts. The Model 350 is one of many NLB pump units that can 
be ordered in an UltraGreen™ configuration, ensuring compliance with the latest 
Tier 4F emission requirements for diesel engines from the Environmental Protection 
Agency while significantly reducing operating costs.  
www.nlbcorp.com

Mi-T-M Above-Ground Oil/
Water/Solids Separator WOS 
Series Water Treatment System
 Mi-T-M Oil/Water/Solid Sepa-
rators are designed to treat and 
discharge clean wastewater into  
a sanitary sewer system. Waste- 
water originates while cleaning a  
vehicle or equipment with pressure  
washers, steam cleaners, or water 
hoses. The WOS Series is a stand-
alone system, which consists of an 
above-ground sump pump with a 
strainer basket feeding to the treat-
ment system. An Oil/Water/Solid Separator includes a corona discharge ozone 
generator for bacteria control; a stainless steel, sloped bottom tank for easy sludge 
removal, and a coalescing pack for oil removal. The WOS Series comes complete 
with water level control floats, CSA listed control panel, and is available in sizes 
capable of treating 15 or 30 gallons per minute. The coalescing media is designed 
to help remove all free oils from the system one micron and larger. The WOS 
Series will typically remove all free oils and grease to well below 100 parts per 
million. The Above-Ground Oil/Water/Solid Water Treatment System is the 
perfect solution for reducing the amount of suspended solids while removing 
hydrocarbons to meet stringent, local, sanitary sever discharge requirements.  
www.mitm.com

New T Series Stainless 
Steel Models: Expanding the 
Coxreels SS Series Offering
 Coxreels is excited to announce 
that the Stainless Steel T Series has 
been expanded and features a total 
of nine models. Six new models have 
been included into this specialty 
Stainless Steel Series to complete the 
offering with a variety of hose sizes 
and hose length capacities and sat-
isfy the high demand for heavy-duty, 
industrial grade “Truck Mount” hose 
reels. T Series spring-driven hose 
reels are the toughest hose reels in 
the spring-driven line. These stain-
less steel, spring-driven hose reels 
are made of high-quality, electro-
polished stainless steel with stainless 
steel fluid paths and they offer clean, 
non-corrosive performance in appli-
cations that require it, such as food 
grade wash-down, chemical process-
ing, marinas, water treatment, pet-
rochemical, medical services, and 
anywhere that rust, corrosion, and 
contamination thrive.
 These T Series models feature an 
extra-large chassis with dual pedes-
tal-style design and Coxreels’ Super 
Hub that provides triple axle support 
to reduce vibration and strengthen 
the structural integrity of the reel. 
The stainless steel T Series is the 
perfect choice for applications that 
demand reliability in the most abu-
sive and demanding environments. 
www.coxreels.com


